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SCALE 1:50

1" x 4" KD WOOD STRIPS, w/ 5" SPACING

PROVIDE  1-1/2" x 1-1/2" x 3
16" ANGLE BAR FRAME (EVERY

2.00M, PERPENDICULAR TO STUDS),
AND 12mm Ø THREADED ROD HANGER WITH
TURN-BUCKLE FOR ADJUSTMENTS (EVERY 1.OOM)

12mm Ø THREADED ROD HANGER FOR
CEILING PANELS

12mm Ø ROD HANGER (EVERY 1.00M),
FULL WELD ON ANGLE BAR FRAME

1 1
2" x 1 1

2" x 3
16" ANGLE BAR FRAME (EVERY 2.00M

ALONG ROOM LENGTH)

SCREWED ON WOOD
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1" x 4" WOOD STRIPS, w/ 5" SPACING
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1" x 4" KD WOOD STRIPS, w/ 5" SPACING

PROVIDE  1-1/2" x 1-1/2" x 3
16" ANGLE BAR FRAME (EVERY

2.00M, PERPENDICULAR TO STUDS),
AND 12mm Ø THREADED ROD HANGER WITH
TURN-BUCKLE FOR ADJUSTMENTS (EVERY 1.OOM)

1" x 4" KD WOOD STRIPS, w/ 5" SPACING

PROVIDE  1-1/2" x 1-1/2" x 3
16" ANGLE BAR FRAME (EVERY

2.00M, PERPENDICULAR TO STUDS),
AND 12mm Ø THREADED ROD HANGER WITH TURN-BUCKLE
FOR ADJUSTMENTS (EVERY 1.OOM)

1" x 4" WOOD STRIPS, w/
5" CLEAR SPACING

1 1
2" x 1 1

2" x 3
16" ANGLE BAR FRAME (EVERY

2.00M ALONG ROOM LENGTH)

12mm Ø ROD HANGER (EVERY 1.00M),
w/ TURN-BUCKLE FOR ADJUSTMENT,
FULL WELD ON ANGLE BAR FRAME

4" COVELIGHT w/ CASEMENT,
(SEE LAYOUT ON REF. CEILING
PLAN)

ISOMETRIC

4" COVELIGHT w/ CASEMENT,
(SEE LAYOUT ON REF. CEILING
PLAN)

1" x 4" WOOD STRIPS,
w/ 5" SPACING

12mm Ø THREADED ROD HANGER FOR
CEILING PANELS

12mm Ø THREADED ROD HANGER FOR
CEILING PANELS
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