
ELECTRICAL LAYOUT
SCALE 1:100

ENCLOSURES SHALL BE CONNECTED TO EQUIPMENT GROUNDING SYSTEM WIRE

THE CONTRACTOR SHALL BE RESPONSIBLE FOR COORDINATING WORK
AMONG THE VARIOUS TRADES AS NECESSARY TO AVOID CONFLICTS AND TO
ENSURE THE INSTALLATION OF ALL WORKS WITHIN THE AVAILABLE SPACE.
MINIMUM SIZE OF WIRE TO BE USED SHALL BE 2.0mm2 FOR LIGHTING AND

LAYOUT SHOWN ON THE PLANS ARE DIAGRAMATIC AND SHALL WHEN NECESSARY

PULL BOXES SHALL BE PROVIDED WHENEVER NECESSARY TO FACILITATE
WIRE PULLING EVEN IF THESE ARE NOT INDICATED ON THE PLANS.

ALL ELECTRICAL MATERIALS TO BE USED SHALL BE NEW AND THE APPROVED

ALL WORKS SHALL BE DONE BY EXPERIENCED ELECTRICIANS AND UNDER

CONDUCT INSULATION TEST ON ALL WIRINGS, FIXTURES AND DEVICES
INSTALLED AND COMPLETED BEFORE APPLYING POWER, SUBMIT RECORDED
MEASUREMENTS OF INSULATION TEST PER SERVICE ENTRANCE, FEEDERS AND

REFER TO ELECTRICAL SPECIFICATIONS FOR SPECIFIC INFORMATIONS. 

ALL ELECTRICAL INSTALLATION SHALL BE DONE IN WORKMANLIKE MANNER
AND IN ACCORDANCE WITH THE APPLICABLE REQUIREMENTS OF THE LATEST
EDITION OF THE PHILIPPINE ELECTRICAL CODE (P.E.C.) NATIONAL BUILDING

GROUNDING SHALL BE IN ACCORDANCE WITH THE APPLICABLE REQUIREMENTS 
OF THE LATEST EDITION OF THE PHILIPPINE ELECTRICAL CODE. ALL NON-
CURRENT CARRYING METAL PARTS OF ELECTRICAL EQUIPMENT FRAMES OR

CODE OF THE PHILIPPINES AND THE REQUIREMENT OF THE POWER COMPANY.

TYPE FOR THE LOCATION AND PURPOSES.

THE SUPERVISION OF A DULY LICENSED ELECTRICAL ENGINEER.

AND BRANCH CIRCUIT TESTED.

BE ALTERED IN THE FIELD TO SUIT CONDITIONS AND LOCATION.

GENERAL ELECTRICAL NOTES :

WITH SOFT DRAWN COPPER WIRE & SUITABLE TERMINAL LUGS.

3.5mm2 FOR POWER.

WIRING SHALL BE STANDARD COPPER BUILDING WIRE NOTED 600V, THE CORE
AREA AND TYPE OF INSULATION ARE NOTED ELSE WHERE IN THE DRAWINGS

WIRINGS SHALL BE INSTALLED INSIDE THE PVC CONDUIT PIPE TUBING,
EMBEDDED INSIDE A CONCRETE FLOORS, COLUMNS, BEAMS, CHB
WALLS, PARTITIONS, AND CONCEILED INSIDE A CEILING SPACES
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Drawings and Specifications duly signed, stamped
or sealed, as instruments of service are the
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architect, whether the object for which they are
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WASTE WATER FILTRATION/TREATMENT
PLANT FOR PHILRICE CES

PHILRICE - CES, MALIGAYA, SCIENCE CITY OF MUNOZ NUEVA ECIJA
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3 - 14.0mm2 THWN Cu WURE IN 32mmØ
PVC/EMT PIPE w/ 5.5mm2 THWN Cu WIRE
GROUNDING

TREATMENT
INJECTOR
(CONTROLLED
BY TIMER)

3 - 5.5mm2 THWN Cu WURE IN
25mmØ PVC/EMT PIPE w/ 3.5mm2
THWN Cu WIRE GROUNDING

MAIN LINE
3 - 60mm2 THHN Cu WIRE
w/14.0mm2 THWN Cu
GROUNDING WIRE


