
 
20 May 2025 
 
 
Bid Bulletin No. 1 
 
Subject: SUPPLY AND DELIVERY OF LABORATORY EQUIPMENT FOR CBC (COE) 

PB 25-02-13 
 

This bid bulletin is being issued to clarify and amend Section VII. Technical Specifications in 

the bidding document. This must be included in the bid proposal as part of the Eligibility and 

Technical Component (1st envelope) to signify conformity to the revisions.  

 

Please refer to the attached documents for complete details. 

 
Please be guided accordingly. 
 
 
           sgd  
LUIS ALEJANDRE I. TAMANI 
Chairperson, BAC for Goods and Services



  
 
 

 

Section VII. Technical Specifications for Lot 1 

Lot Specification Statement of Compliance 

[Bidders must state here either “Comply” or 

“Not Comply” against each of the individual 

parameters of each Specification stating the 

corresponding performance parameter of the 

equipment offered. Statements of “Comply” or 

“Not Comply” must be supported by evidence 

in a Bidders Bid and cross-referenced to that 

evidence.  Evidence shall be in the form of 

manufacturer’s un-amended sales literature, 

unconditional statements of specification and 

compliance issued by the manufacturer, 

samples, independent test data etc., as 

appropriate. A statement that is not 

supported by evidence or is subsequently 

found to be contradicted by the evidence 

presented will render the Bid under 

evaluation liable for rejection.  A statement 

either in the Bidder's statement of 
compliance or the supporting evidence that is 

found to be false either during Bid evaluation, 

post-qualification or the execution of the 

Contract may be regarded as fraudulent and 

render the Bidder or supplier liable for 

prosecution subject to the applicable laws 

and issuances.] 

1 Four (4) units Four-Multilevel Agarose 

Gel Electrophoresis System 

- can simultaneously process over 1200 

samples using up to four horizontal gels 

Gel Dimensions: 8 x 6 cm, 8 x 12cm, 8 x 18 

cm  

Base Buffer Volume: 2100 (maximum) 

Buffer Volume (ml): 800 (maximum) 

Sample Capacity: 1200  

Typical Running Conditions: 100V, 30 

minutes  

Unit Dimensions (cm): 11 x 35 x 16 

(maximum) 

Per unit must include the following: 

1. One (1) piece - Gel caster with 4 gel 
tray capacity, leveling bubble for 
perfect casting, silicon seals to 
prevent leaks  

2. Four (4) pieces - Gel tray: 8 x 18 cm  
3. Fourteen (14) pieces - Comb, 18/8 

sample, 1.5 mm thick  
4. Six (6) pieces - Comb, 18/8 sample, 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 



  
 

1 mm thick  
5. One (1) unit Power Supply; 300V, 

700mA, 150W (or compatible to the 
unit as recommended by the 
manufacturer) with compatible AVR  

Other Requirements: 

1. Calibration / validation and 
preventive maintenance. (One-time 
preventive maintenance for the first 
year and one-time calibration for the 
following year.) 

2. With calibration/validation 
certificate or equivalent from the 
manufacturer 

3. On-site training on basic operation 
and troubleshooting 

4. The company must be at least five (5) 
years in the market.  

5. The brand must be at least ten (10) 
years in the market 

Warranty:  

1. Parts and Components: Two (2) 
years 

2. Services: Two (2) years 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 Important Notice:   

The supplier must provide evidence that the specifications are met through submission of 

brochure and complete technical specifications (SEPARATE DOCUMENT, use your 

company letterhead) indicating ALL the technical specifications of the product being 

offered, but not limited to Brand, Model, Place of Origin, Features, Inclusions & Warranty. 

NON-SUBMISSION of the complete technical specifications can lead to improper evaluation 

of your offer and rejection of bids.  The bidder shall not be allowed to submit additional 

documents to correct any defects in the bid submitted. 

 *****nothing follows********** 

 
I hereby verify to comply with all the above requirements. 

____________________________________________________________________ 

Signature over the printed name of the authorized representative 

__________________________________________________________________________ 

Company name 

________________________________________________________________________ 

Date 

 

 

 

 

 



  
 

Section VII. Technical Specifications for Lot 2 

Lot Specification Statement of Compliance 

[Bidders must state here either “Comply” or 

“Not Comply” against each of the individual 

parameters of each Specification stating the 

corresponding performance parameter of the 

equipment offered. Statements of “Comply” or 

“Not Comply” must be supported by evidence 

in a Bidders Bid and cross-referenced to that 

evidence.  Evidence shall be in the form of 

manufacturer’s un-amended sales literature, 

unconditional statements of specification and 

compliance issued by the manufacturer, 

samples, independent test data etc., as 

appropriate. A statement that is not 

supported by evidence or is subsequently 

found to be contradicted by the evidence 

presented will render the Bid under 

evaluation liable for rejection.  A statement 

either in the Bidder's statement of 

compliance or the supporting evidence that is 

found to be false either during Bid evaluation, 

post-qualification or the execution of the 

Contract may be regarded as fraudulent and 

render the Bidder or supplier liable for 

prosecution subject to the applicable laws 

and issuances.] 

2 One (1) unit Inverted Microscope 

- suitable for live-cell imaging in cell culture 

applications 

- with integrated Phase Contrast (iPC) 

System 

- long-life LED Light Illumination 

- 2X Objective 

- 3D Views Driven by the "Inversion 

Contrast" (IVC) Technique 

- ergonomic design (stage can be used in 

biosafety cabinet or clean hood) 

- compatibility with a variety of cell culture 

vessels including multi-layer tissue culture 

flasks  

- optional accessories may be available to 

further enhance the cell culture workflow 

- Microscope frame with binocular tube and 

eyepiece (2 pcs), including L-wrench, clamp 

for camera cable (1 pc) and AB4x8SA screw 

(2pcs)  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 



  
 

- IPC Objective 4X 0.13 Plan Achromat C 

Objective with integrated phase contrast  

 

- 0.25 Plan Achromat C objective with 

integrated phase contrast Achromatic phase 

contrast objective (pre-centered) with 10x 

magnification  

 

- 0.40 lens with integrated phase contrast 

Achromatic phase contrast objective (pre-

centered) with 20x magnification  

 

- 0.55 Objective with integrated phase 

contrast Achromatic phase contrast 

objective (pre-centered) with 40x 

magnification  

 

- Metal stage insert plate  

- Centering telescope Corresponded to RoHS 

regulation  

- Neutral density filter, 45mm dia.  

- Interference green contrast filter 45mm 

dia.  

- Pre-centered phase contrast slider  

- IC ring slit  

- Mechanical stage  

- Stage extension plate  

- Hemacytometer holder  

- Universal holder  

- Eyepiece Micrometer, Cross lines and 

10mm/100 on X and Y  

- Stage micrometer, 1mm/100 for biological 

microscopes  

- Dust cover  

- Power Cord  

*Inclusive of delivery and installation.  

Other Requirements: 

1. Calibration / validation and 
preventive maintenance after one (1) 
year of delivery. 

2. With calibration / validation 
certificate or equivalent from 
manufacturer 

3. Onsite training on basic operation 
and troubleshooting 

4. The company must be at least five (5) 
years in the market.  

5. The brand must be at least ten (10) 
years in the market 
 

Warranty:  

1. Parts and Components: Two (2) 
years 

 

 

 

 

 

 

 

 

 

 

 

 

 

 



  
 

2. Services: Two (2) years 
 

 Important Notice:   

The supplier must provide evidence that the specifications are met through submission of 

brochure and complete technical specifications (SEPARATE DOCUMENT, use your 

company letterhead) indicating ALL the technical specifications of the product being 

offered, but not limited to Brand, Model, Place of Origin, Features, Inclusions & Warranty. 

NON-SUBMISSION of the complete technical specifications can lead to improper evaluation 

of your offer and rejection of bids.  The bidder shall not be allowed to submit additional 

documents to correct any defects in the bid submitted. 

 

 *****nothing follows********** 

 

I hereby verify to comply with all the above requirements. 

_____________________________________________________________ 

Signature over the printed name of the authorized representative 

__________________________________________________________________________ 

Company name 

__________________________________________________________________________ 

Date 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 



  
 

Section VII. Technical Specifications for Lot 3 

Lot Specification Statement of Compliance 

[Bidders must state here either “Comply” or 

“Not Comply” against each of the individual 

parameters of each Specification stating the 

corresponding performance parameter of the 

equipment offered. Statements of “Comply” or 

“Not Comply” must be supported by evidence 

in a Bidders Bid and cross-referenced to that 

evidence.  Evidence shall be in the form of 

manufacturer’s un-amended sales literature, 

unconditional statements of specification and 

compliance issued by the manufacturer, 

samples, independent test data etc., as 

appropriate. A statement that is not 

supported by evidence or is subsequently 

found to be contradicted by the evidence 

presented will render the Bid under 

evaluation liable for rejection.  A statement 

either in the Bidder's statement of 

compliance or the supporting evidence that is 

found to be false either during Bid evaluation, 

post-qualification or the execution of the 

Contract may be regarded as fraudulent and 

render the Bidder or supplier liable for 

prosecution subject to the applicable laws 

and issuances.] 

3 Two (2) units Mobile PCR and Extraction 

Lab (4-in-1 machine) 

PCR Thermocycler:  

Temperature range: 12 to 102 oC with 

touchdown PCR support 

Well block: 32 wells for 0.2 mL tubes  

Ramp rate: up to 2.5 oC/s  

Temperature accuracy: ±0.2 oC Temperature 

uniformity: ±0.3 – 0.5 oC Memory Capacity: 

up to 100 PCR programs  

MicroCentrifuge:  

Modes: Quick spin and Timed spin  

Speed: Variable  

RPM: 3,000 - 13,500 rpm  

RCF: 8,000 x g  

Capacity: 6 x 1.5-2 mL tubes (includes 6 

adapters for 0.5-0.6 mL tubes) 

Compatible with 2x 8-strip PCR rotor 

Included: Centrifuge Rotor compatible with 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 



  
 

1.5-2mL tubes   

 

Gel Electrophoresis  

Voltage: Variable (30V - 120V)  

Gel tray size: 91 mm x 78 mm  

Gel volume: 25 mL gel, 30 mL buffer  

Well Options: 9 and 12 well combs Included: 

Gel box 

 

Transilluminator  

Surface dimensions: 105 mm x 85 mm 

Design: Blue LED Design  

Wavelength: 468 nm (visible blue light) 

Material: Scratch-resistant acrylic 

Additional Feature: Includes Imaging Hood 

System: 

Operated using an intuitive on-board 

graphical interface 

Dimensions: 330mm x 214mm x 81mm 

(13in x 8.4in x 3.1in)  

Weight: 3.5kg / 123oz  

Included: External tube rack  

Power Supply: Universal power (110-240 V, 

47-63 Hz)  

Peak power: 144W  

Connectivity: Wireless for software updates  

Inclusions: 

- One (1) unit durable carrying case 

(Capacity: 34L), suitable for protecting 

sensitive equipment; IP67 rated for water 

and dust resistance; heavy-duty engineered 

for superior protection against shock, 
vibration, and environmental hazards. 

Includes custom foam inserts. 

- Gel Combs (2 sets): with wide teeth (9 

wells) and with narrow teeth (12 wells) 

Comb Thickness: 1mm  

- One (1) unit Centrifuge Rotor (spare) 

compatible with 1.5-2mL tubes 

- One (1) set of red and black electrode, fitted 

with platinum wire, and ready for installation.  

- One (1) unit Gel Box (spare) with casting 

dams, 9- and 13-well combs, lid and base 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 



  
 

- One (1) unit Gel Imaging Hood (spare) 

foldable, made from durable and washable 

polypropylene  

- One (1) set Lab starter kits (minimum 

shelf life upon delivery of at least 6 months) 

(Includes: Taq 2X Master Mix - 500 
reactions, Plant DNA Extraction Kit - 50 

Preps, Microcentrifuge Tube 1.5ml, clear 

color, thicker wall, non-sterile, 

500pcs/pack) 

 

Other Requirements: 

1. Calibration / validation and 
preventive maintenance after one (1) 
year of delivery. 

2. With calibration / validation 
certificate or equivalent from 
manufacturer 

3. Onsite training on basic operation 
and troubleshooting 

4. The company must be at least five (5) 
years in the market.  

5. The brand must be at least ten (10) 
years in the market 

Warranty:  

1. Parts and Components: Two (2) 
years 

2. Services: Two (2) years 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 Important Notice:   

The supplier must provide evidence that the specifications are met through submission of 

brochure and complete technical specifications (SEPARATE DOCUMENT, use your 

company letterhead) indicating ALL the technical specifications of the product being 

offered, but not limited to Brand, Model, Place of Origin, Features, Inclusions & Warranty. 

NON-SUBMISSION of the complete technical specifications can lead to improper evaluation 

of your offer and rejection of bids.  The bidder shall not be allowed to submit additional 

documents to correct any defects in the bid submitted. 

 *****nothing follows********** 

 

I hereby verify to comply with all the above requirements. 

__________________________________________________________________ 

Signature over the printed name of the authorized representative 

_____________________________________________________________________ 

Company name 

 

__________________________________________________________________________ 

Date 


