
 
20 August 2025 
 
 
Bid Bulletin No. 1 
 
Subject: SUPPLY AND DELIVERY OF ONE (1) LOT MICROBIAL IDENTIFICATION 

STATION AND MICROPLATE READER AND ONE (1) LOT VARIOUS 
PIPETTORS FOR CROP BIOTECHNOLOGY CENTER PB 25-03-16 

 

This bid bulletin is being issued to clarify and amend Section VII. Technical Specifications in 

the bidding document. This must be included in the bid proposal as part of the Eligibility and 

Technical Component (1st envelope) to signify conformity to the revisions.  

 

Please refer to the attached documents for complete details. 

 
Please be guided accordingly. 
 
 
           -sgd- 
LUIS ALEJANDRE I. TAMANI 
Chairperson, BAC for Goods and Services



  
 

Section VII. Technical Specifications for Lot 1 

Lot Specification Statement of Compliance 

[Bidders must state here either “Comply” or “Not Comply” 

against each of the individual parameters of each Specification 

stating the corresponding performance parameter of the 

equipment offered. Statements of “Comply” or “Not Comply” 

must be supported by evidence in a Bidders Bid and cross-

referenced to that evidence.  Evidence shall be in the form of 

manufacturer’s un-amended sales literature, unconditional 

statements of specification and compliance issued by the 

manufacturer, samples, independent test data etc., as 

appropriate. A statement that is not supported by evidence or 

is subsequently found to be contradicted by the evidence 

presented will render the Bid under evaluation liable for 

rejection.  A statement either in the Bidder's statement of 

compliance or the supporting evidence that is found to be false 

either during Bid evaluation, post-qualification or the 

execution of the Contract may be regarded as fraudulent and 

render the Bidder or supplier liable for prosecution subject to 

the applicable laws and issuances.] 

1 One (1) Lot Supply and Delivery of 

Microbial Identification and  

Microplate Reader  

 

 

Microbial Identification Specifications: 

OD Detection: 490, 590 nm and 740 nm 

Weight: max 10 kg 

Power: 100 to 240 volts, 50 to 60 Hz  

Operating Temp Range: 18-28°C 

Test Capacity L: 1 microplate  

Detection Method: Absorbance  

Read Method: Endpoint 

Identification Scope: at least 2,800 species 

(including aerobes, anaerobes, yeast, and 

filamentous fungi) 

Database: Built-in 

 

Microplate Reader Specifications: 

 

Display: min. 7-inch touch screen 

Compatible Plate Type: 96-well plates 

Light Source: Quartz-halogen lamp 6V/10W 

Wavelength Range: 340-750nm 

Optical Filter: 9 channel vertical optical 

path.  

Inclusive of 4 standard optical filters: 

405nm, 450nm, 492nm, 630nm 

Half-bandwidth of filters: 8-10 

Dynamic Range: 0-4.000 Abs 

Linearity (405nm): 0-2.000 Abs < +/- 1% 2-

4.000 Abs < +/- 2% 

Accuracy (405nm): +/-1% (0-3 Abs) +/- 3% 

(3-4 Abs) 

Precision (405nm): CV 0.2% (0-3 Abs) 

CV1.0% (3-4 Abs) 

Accuracy (450nm): 1% ± 0.010 (0-3 Abs) 

Reproducibility (450nm): 1% +/- 0.005 (0-3 

Abs) 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 



  
 

Channels: channels for detection analysis 

and channel for reference 

Resolution: 0.001 Abs 

Reading speed: <10 seconds 

Reading mode: End point, Dual Mode, 

Kinetic 

Incubator: No 

Shaking mode 3 modes: slow, medium, fast 

User interface Integrated software or Touch 

Screen 

Input Voltage: 100-240V, 50/60Hz 

Storage: 200 programs and 100,000 records 

Ports: USB ports (thermal printer, mouse, 

USB drive), ethernet port 

Weight: max 15kg 

 

Turbidimeter Specifications: 

 

Wavelength: 590 nm 

Display: min 6” analog meter 

Transmission: 0-100 % 

Absorbance: 0-2  

Linearity: ± 2 % 

Repeatability: ± 0.5 % Transmittance  

Test Time: min 10-15 seconds 

Operating Temperature: 15-35°C 

Storage Temperature: 5-50°C 

Operating Relative Humidity: 20-70% RH, 

non-condensing  

Storage Relative Humidity: 0-90% RH, non-

condensing  

Bandwidth: 10 nm  

Wavelength Peak: ± 2 nm  

Power: Can run on battery or direct power 

source 

Inclusion: Turbidity Standards: Std A- 

47%T, Std B-75%T, Std C-65%, Std D-85%; 

Volume: at least 15ml each 

 

Other inclusions: 

• Brand New Desktop Computer 
- Processor:  

Cores/Threads: 4 cores, 8 

threads 

Base Clock Speed: ~3.0 – 4.0 

GHz 

Turbo Boost: Up to 4.5 GHz  

Cache: ~4 MB – 12 MB 

- Memory: 8 GB DDR4 or better 
- Storage: 1TB SSD 
- Monitor: 22inch, 1080P 
- Accessories: USB Mouse and 

Keyboard 
- Operating System: Win10 IoT 

Enterprise 2021 LTSC 
- Office Productivity Software: 1-

year Licensed Subscription 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 



  
 

including word processor, 
spreadsheet, presentation for 
business (optional) 

• One (1) unit compatible UPS: Input 
Voltage - 220 VAC, Frequency - 50Hz-
60Hz, Output voltage - 220 VAC, 
Capacity VA/Wattage - 650VA/455 
Watts  

• User training manual 
 

Other Requirements: 

1. Warranty: 2 years, after one (1) year 
Calibration/validation, and 
preventive maintenance 

2. With calibration/validation 
certificate or equivalent from 
manufacturer. 

3. Onsite training on basic operation 
and troubleshooting 

4. The company must be at least five (5) 
years in the market.  

5. The brand must be at least ten (10) 
years in the market 

6. Certification of availability of 
supplies, consumables, and parts for 
the next ten (10) years 

 

 

 

 

 

 

 

 

 

 

 

 Important Notice:   

The supplier must provide evidence that the specifications are met through submission of 

brochure and complete technical specifications (SEPARATE DOCUMENT, use your 

company letterhead) indicating ALL the technical specifications of the product being 

offered, but not limited to Brand, Model, Place of Origin, Features, Inclusions & Warranty. 

NON-SUBMISSION of the complete technical specifications can lead to improper evaluation 

of your offer and rejection of bids.  The bidder shall not be allowed to submit additional 

documents to correct any defects in the bid submitted. 

 *****nothing follows********** 

 

 

 

 

 

 

 

  



  
 

Section VII. Technical Specifications for Lot 2 

Lot Specification Statement of Compliance 

[Bidders must state here either “Comply” or “Not 

Comply” against each of the individual parameters of 

each Specification stating the corresponding 

performance parameter of the equipment offered. 

Statements of “Comply” or “Not Comply” must be 

supported by evidence in a Bidders Bid and cross-

referenced to that evidence.  Evidence shall be in the 

form of manufacturer’s un-amended sales literature, 

unconditional statements of specification and 

compliance issued by the manufacturer, samples, 

independent test data etc., as appropriate. A statement 

that is not supported by evidence or is subsequently 

found to be contradicted by the evidence presented will 

render the Bid under evaluation liable for rejection.  A 

statement either in the Bidder's statement of 

compliance or the supporting evidence that is found to 

be false either during Bid evaluation, post-qualification 

or the execution of the Contract may be regarded as 

fraudulent and render the Bidder or supplier liable for 

prosecution subject to the applicable laws and 

issuances.] 

2 One lot (1) Supply and Delivery  of 

multichannel and single-channel 

pipettes 

 

For multichannel pipettes: 

• 1 piece 8-Channel Pipette: 0.5-10 uL 
range, 0.01 uL increments, +/-4.0% 
accuracy, < \-2.0% precision (4-digit 
volume), autoclavable 

• 1 piece 12-Channel Pipette: 0.5-10 uL 
range, 0.01 uL increments, +/-2.0% 
accuracy, <\-1.0% precision, (4-digit 
volume), autoclavable 

• 1 piece 8-Channel Pipette: 20-200 uL 
range, 0.2 uL increments, +/-1.0% 
accuracy, <\-0.7% precision, (3-digit 
volume), autoclavable 

 

Inclusions: 

• Each multichannel pipette includes 
10 racks of universal tips and 96 tips 
per rack 

• 1-piece single carousel stands for all 
multichannel pipettes 

 

For Single Channel Pipette 

• 1-piece Single Channel Pipette: 
- 0.1-2 uL range, 0.002 uL 

increments, accuracy and precision, 

(3-digit volume) 

- Accuracy (%): 0.2~+/-12.0, 2~+/-

1.4 

- Precision (%): 0.2~<\=6.0, 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 



  
 

2~<\=0.7 

• 1-piece Single Channel Pipette: 
- 2-20 uL range, 0.02 uL 

increments accuracy and 
precision, (3-digit volume). 

- Accuracy (%): 2~ +/-3.0, 20~ +/ 
1.0. 

- Precision (%): 2~ <\=1.5, 
20~<\=0.3, autoclavable 

• 1-piece Single Channel Pipette:  
- 20-200 uL range, 0.2 uL 

increments accuracy and 
precision, (3-digit volume) 

- Accuracy (%): 20~ +/-1.8, 200~ 
+/-0.6 

- Precision (%): 20~ <\=0.7, 

200~<\=0.2 

• 1-piece Single Channel Pipette:  
- 100-1000 uL range, 1 uL 

increments accuracy and 
precision, (4-digit volume) 

- Accuracy (%): 100~ +/-1.0, 
1000~ +/-0.6 

- Precision (%): 100~ <\=0.6, 
1000~<\=0.2 

 

Inclusions: 

• Each single-channel pipette includes 
10 racks of universal tips and 96 tips 
per rack 

• (1 piece) single carousel stands for 
all single-channel pipettes 

 

All pipettes feature: 

- Easy calibration via an exclusive jig; 
volume adjustment is set via scale 
marks 

- Up to 50% reduction in stroke load 
pressure 

- Ergonomic finger rest 
- Slim, durable body  
- Fully autoclavable 
- Independent volume setting rotator 

prevents volume shift during 
pipetting 

- Visible volume indicator during 
pipetting 

- with high blow-out function – 
ensures accurate dispensing of the 
set volume, particularly for pipettors 
with a maximum volume range of 10 
µL 

 

Other Requirements: 

1. One (1) Year Warranty on parts and 
services 

2. With calibration / validation 
certificate or equivalent from 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 



  
 

manufacturer 
3. The company must be at least five (5) 

years in the market.  
4. The brand must be at least ten (10) 

years in the market 

 

 

 Important Notice:   

The supplier must provide evidence that the specifications are met through submission of 

brochure and complete technical specifications (SEPARATE DOCUMENT, use your 

company letterhead) indicating ALL the technical specifications of the product being 

offered, but not limited to Brand, Model, Place of Origin, Features, Inclusions & Warranty. 

NON-SUBMISSION of the complete technical specifications can lead to improper evaluation 

of your offer and rejection of bids.  The bidder shall not be allowed to submit additional 

documents to correct any defects in the bid submitted. 

 *****nothing follows********** 

 

 
I hereby verify to comply with all the above requirements. 

____________________________________________________________________ 

Signature over the printed name of the authorized representative 

__________________________________________________________________________ 

Company name 

________________________________________________________________________ 

Date 

 

 

 

 

 

 

 

 

 


