
 
16 September 2025 
 
 
Bid Bulletin No. 1 
 
Subject: SUPPLY, DELIVERY, AND INSTALLATION OF TECHNICAL AND 

SCIENTIFIC EQUIPMENT FOR NATIONAL RICE PROGRAM (COE) PB 25-
03-18 

 

This bid bulletin is being issued to clarify and amend the following details in the bidding 

document. 

 

Invitation to Bid Clause 5: A complete set of Bidding Documents may be acquired by 

interested Bidders from the address and website(s) below and upon payment of the 

applicable fee for the Bidding Documents, pursuant to the latest Guidelines issued by the 

GPPB in the amount stated below. The Procuring Entity shall allow the bidder to present its 

proof of payment for the fees either in person, by facsimile, or through other electronic 

means. 

Lot No. ABC Bidding Document Fee 

Lot 1 ₱493,000.00 ₱500.00 

Lot 2 ₱304,000.00 ₱500.00 

Lot 3 ₱1,365,000.00 ₱1,500.00 

Lot 4 ₱1,385,000.00 ₱1,500.00 

Lot 5 ₱895,000.00 ₱1,000.00 

Lot 6 ₱620,000.00 ₱1,000.00 

Lot 7 ₱250,000.00 ₱500.00 

Lot 8 ₱16,000,000.00 ₱16,000.00 

 

Bid Data Sheet Clause 14.1 

Lot ABC 2% 5% 

1 ₱493,000.00 ₱9,860.00 ₱24,650.00 

2 ₱304,000.00 ₱6,080.00 ₱15,200.00 

3 ₱1,365,000.00 ₱27,300.00 ₱68,250.00 

4 ₱1,385,000.00 ₱27,700.00 ₱69,250.00 

5 ₱895,000.00 ₱17,900.00 ₱44,750.00 

6 ₱620,000.00 ₱12,400.00 ₱31,000.00 

7 ₱250,000.00 ₱5,000.00 ₱12,500.00 

8 ₱16,000,000.00 ₱320,000.00 ₱800,000.00 

 



Section VI Schedule of Requirements and VII Technical Specifications (see attached). 

This must be included in the bid proposal as part of the Eligibility and Technical Component 

(1st envelope) to signify conformity to the revisions.  

 
Please be guided accordingly. 
 
 
 -sgd- 
LUIS ALEJANDRE I. TAMANI 
Chairperson, BAC for Goods and Services



  
 

Section VI. Schedule of Requirements 
The delivery schedule expressed as weeks/months stipulates hereafter a delivery date which is the 

date of delivery to the project site.   

Lot 

no. 
Description Unit Qty Total ABC Division Delivery Period 

1 PCR Machine Unit 1 493,000.00 GRD 

90 

calendar days 

upon receipt of 

PO/NTP 

Total ABC Lot 1: 493,000.00  

2 
Vertical Gel 

Electrophoresis 
Unit 1 304,000.00 GRD 

Total ABC Lot 2: 304,000.00  

3 Thermal Cycler Unit 3 1,365,000.00 PBBD 

Total ABC Lot 3: 1,365,000.00  

4 
Gel Documentation 

System 
Unit 1 1,385,000.00 PBBD 

Total ABC Lot 4: 1,385,000.00  

5 

Drying Oven Unit 2 360,000.00 PBBD 

Laboratory Ice Maker Unit 1 180,000.00 PBBD 

Analytical Balance Unit 1 155,000.00 PBBD 

Top Loading Balance Unit 2 200,000.00 PBBD 

 ₱895,000.00  

6 
Ultrapure Water Purifying 

System 
Unit 1 620,000.00 PBBD 

Total ABC Lot 3: ₱620,000.00  

7 
Protein Blotting System 

(Without Cooling System) 
Unit 1 250,000.00 RCSFD 

Total ABC Lot 4: ₱250,000.00  

8 
Capillary Electrophoresis 

and qRT-PCR 
lot 1 16,000,000.00 PBBD 

Total ABC Lot 5: ₱16,000,000.00   

 

 

 

 
 

 

 

 



  
 

Section VII. Technical Specifications for Lot 1 

Lot No. Specification Statement of Compliance 

[Bidders must state here either “Comply” or “Not 

Comply” against each of the individual parameters of 
each Specification stating the corresponding 

performance parameter of the equipment offered. 

Statements of “Comply” or “Not Comply” must be 

supported by evidence in a Bidders Bid and cross-

referenced to that evidence.  Evidence shall be in the 
form of manufacturer’s un-amended sales literature, 

unconditional statements of specification and 

compliance issued by the manufacturer, samples, 
independent test data etc., as appropriate. A 

statement that is not supported by evidence or is 

subsequently found to be contradicted by the evidence 
presented will render the Bid under evaluation liable 

for rejection.  A statement either in the Bidder's 
statement of compliance or the supporting evidence 

that is found to be false either during Bid evaluation, 

post-qualification or the execution of the Contract 
may be regarded as fraudulent and render the Bidder 

or supplier liable for prosecution subject to the 
applicable laws and issuances.] 

1 One (1) lot PCR Machine 

Performance:  

• Sample capacity: 96 x 0.2 mL tubes, 0.2 mL 
tube strips, or 1 x 96-well plate  

• Suitable for full skirted, half skirted and 
non-skirted PCR plates. 

• Maximum Ramp rate: 4°C/sec 
• Average Ramp rate: 2.5°C/sec 
• Temperature range: 4-100°C 
• Temperature accuracy: ±0.5°C of 

programmed target 
• Temperature uniformity: ±0.5°C well-to-

well within 30sec of arrival at target 
temperature 

• Accommodates reaction volumes from 1-
100 uL  

• Auto-standby option saves power and 
reduces operating noise when the 
instrument is idle for a programmable 
period of time/ Energy-efficient—
Designed to help minimize power 
consumption 

• Thermal gradient creates temperature 
differences of up to 25°C -30°C across 
height different columns or equivalent 

• Two modes of temperature control: 
calculated and block 

• Memory can store up to 500 protocols. 
• Has USB flash drive for protocol transfer 

and firmware upgrades.  
• Licensed for PCR. 
• Usage odometer tracks total hours run/ 

The Run History and Run ID screen 
displays the entire list of runs performed 
can be navigated to view the details of that 
run. 

• Power failure protection - in the event of a 
power failure, runs resume upon power-up 

 



  
 

and the user is notified of the failure. 
• Input power: 100-150 VAC, 50-60 Hz; 220-

240 VAC, 50-60 Hz; 700 W maximum 
• Display: 5.7in VGA color touch screen 
• Port: 1 USB A 
• Dimensions: 26 x 47 x 23 cm (10 x 18 x 9 

in)  
• Weight: 9kg (20 lb) 

Inclusion: 

• One (1) unit of compatible 2 kVA AVR 
• One (1) unit of compatible 2 kVA UPS 

 

Other Requirements: 

1. Warranty: 2 years, after one (1) year 
Calibration / validation, and preventive 
maintenance 

2. With calibration / validation certificate or 
equivalent from manufacturer 

3. Onsite training on basic operation and 
troubleshooting 

4. The company must be at least five (5) years 
in the market.  

5. The brand must be at least ten (10) years in 
the market 

Warranty:  

1. Parts and Components: Two (2) years 
2. Services: Two (2) years 

 Important Notice:   

The supplier must provide evidence that the specifications are met through submission of 

brochure and complete technical specifications (SEPARATE DOCUMENT, use your 

company letterhead) indicating ALL the technical specifications of the product being 

offered, but not limited to Brand, Model, Place of Origin, Features, Inclusions & Warranty. 

NON-SUBMISSION of the complete technical specifications can lead to improper evaluation 

of your offer and rejection of bids.  The bidder shall not be allowed to submit additional 

documents to correct any defects in the bid submitted. 

 *****nothing follows********** 

 



  
 

Section VII. Technical Specifications for Lot 2 

Lot No. Specification Statement of Compliance 

[Bidders must state here either “Comply” or “Not 

Comply” against each of the individual parameters of 
each Specification stating the corresponding 

performance parameter of the equipment offered. 

Statements of “Comply” or “Not Comply” must be 

supported by evidence in a Bidders Bid and cross-

referenced to that evidence.  Evidence shall be in the 
form of manufacturer’s un-amended sales literature, 

unconditional statements of specification and 

compliance issued by the manufacturer, samples, 
independent test data etc., as appropriate. A 

statement that is not supported by evidence or is 

subsequently found to be contradicted by the evidence 
presented will render the Bid under evaluation liable 

for rejection.  A statement either in the Bidder's 
statement of compliance or the supporting evidence 

that is found to be false either during Bid evaluation, 

post-qualification or the execution of the Contract 
may be regarded as fraudulent and render the Bidder 

or supplier liable for prosecution subject to the 
applicable laws and issuances.] 

2 One (1) Lot Vertical Gel Electrophoresis 

 

COMPLETE SYSTEM: 

Accessories: 

• Electrophoresis cell with cooling chamber 
and coolant recirculation ports 

• Platinum electrodes 
• Long-lasting silicone gaskets 
• Safety cover with power leads 
• White spring clamps 
• 2 combs 
• 2 sets of Gel Wrap spacers 
• 2 sets of Gel Wrap glass plates 
• 2 lengths of Gel Wrap gasket 
• Conversion plate for running one gel at a 

time 
   

APPLICATIONS: 

• SDS-PAGE 
• Native PAGE 
• Nucleic Acid PAGE 
• Screening of large numbers of samples 

   

FEATURES: 

• 33cm wide systems are ideal for 
electrophoretic separations of a large 
number of samples that require a relatively 
short pathlength for resolution 

• Internal cooling chamber in dual units 
provides precise temperature control. 

• Specifically designed for the mass screening 
of up to 204 samples simultaneously.  

• These systems can be used for fluorescence-
based assays whose images can be captured 

 



  
 

on a scanner directly through optional 
borosilicate glass plate sets.  

• The 102 well microtiter-compatible comb is 
designed to run 96 samples plus controls on 
each side so that results from 2 microtiter 
plates cans be analyzed simultaneously. 

 

Inclusion: 

One (1) unit compatible AVR 

   

Other Requirements: 

1. Warranty: 2 years, after one (1) year 
Calibration / validation, and preventive 
maintenance 
 

2. With calibration / validation certificate or 
equivalent from manufacturer 

3. Onsite training on basic operation and 
troubleshooting 

4. The company must be at least five (5) years 
in the market.  

5. The brand must be at least ten (10) years in 
the market 
 

Warranty:  

1. Parts and Components: Two (2) years 
3. Services: Two (2) years 

 Important Notice:   

The supplier must provide evidence that the specifications are met through submission of 

brochure and complete technical specifications (SEPARATE DOCUMENT, use your 

company letterhead) indicating ALL the technical specifications of the product being 

offered, but not limited to Brand, Model, Place of Origin, Features, Inclusions & Warranty. 

NON-SUBMISSION of the complete technical specifications can lead to improper evaluation 

of your offer and rejection of bids.  The bidder shall not be allowed to submit additional 

documents to correct any defects in the bid submitted. 

 *****nothing follows********** 

 

 



  
 

Section VII. Technical Specifications for Lot 3 

Lot No. Specification Statement of Compliance 

[Bidders must state here either “Comply” or “Not 

Comply” against each of the individual parameters of 
each Specification stating the corresponding 

performance parameter of the equipment offered. 

Statements of “Comply” or “Not Comply” must be 

supported by evidence in a Bidders Bid and cross-

referenced to that evidence.  Evidence shall be in the 
form of manufacturer’s un-amended sales literature, 

unconditional statements of specification and 

compliance issued by the manufacturer, samples, 
independent test data etc., as appropriate. A 

statement that is not supported by evidence or is 

subsequently found to be contradicted by the evidence 
presented will render the Bid under evaluation liable 

for rejection.  A statement either in the Bidder's 
statement of compliance or the supporting evidence 

that is found to be false either during Bid evaluation, 

post-qualification or the execution of the Contract 
may be regarded as fraudulent and render the Bidder 

or supplier liable for prosecution subject to the 
applicable laws and issuances.] 

3 One (1) Lot Thermal Cycler 

Compatible with regular profile or low profile 0.2 

ml PCR tube, strip, non-skirted, semi-skirted and 

full-skirted 96-well plate 

Display: graphical touch screen 

Memory: USB and on-board 

Ramp rate: 0.1 - 5.5°C /sec 

Temperature Range: 4 .0 to 100°C 

Temperature Accuracy: +/- 0.3°C of programmed 

target 

Temperature Uniformity: +/- 0.3 °C 

Gradient Capability: Yes 

Gradient Accuracy: +/- 0.3 °C of programmed 

temperature 

Gradient Range: 30°C to 100°C 

Heated lid: Temperature Setting Range: up to 

110°C or off 

Inclusions:  

• One (1) unit compatible power UPS and 

AVR (180-240V) 

Other Requirements: 

1. Warranty: 2 years on parts & components 
and services, after one (1) year Calibration 
/ validation, and preventive maintenance 

2. With calibration / validation certificate or 
equivalent from manufacturer 

3. Onsite training on basic operation and 
troubleshooting 

4. The company must be at least five (5) years 

 

 

 

 

 

 

 

 



  
 

in the market.  
4. The brand must be at least ten (10) years in 

the market 

 Important Notice:   

The supplier must provide evidence that the specifications are met through submission of 

brochure and complete technical specifications (SEPARATE DOCUMENT, use your 

company letterhead) indicating ALL the technical specifications of the product being 

offered, but not limited to Brand, Model, Place of Origin, Features, Inclusions & Warranty. 

NON-SUBMISSION of the complete technical specifications can lead to improper evaluation 

of your offer and rejection of bids.  The bidder shall not be allowed to submit additional 

documents to correct any defects in the bid submitted. 

 *****nothing follows********** 

 

 

  



  
 

Section VII. Technical Specifications for Lot 4 

Lot No. Specification Statement of Compliance 

[Bidders must state here either “Comply” or “Not 

Comply” against each of the individual parameters of 
each Specification stating the corresponding 

performance parameter of the equipment offered. 

Statements of “Comply” or “Not Comply” must be 

supported by evidence in a Bidders Bid and cross-

referenced to that evidence.  Evidence shall be in the 
form of manufacturer’s un-amended sales literature, 

unconditional statements of specification and 

compliance issued by the manufacturer, samples, 
independent test data etc., as appropriate. A 

statement that is not supported by evidence or is 

subsequently found to be contradicted by the evidence 
presented will render the Bid under evaluation liable 

for rejection.  A statement either in the Bidder's 
statement of compliance or the supporting evidence 

that is found to be false either during Bid evaluation, 

post-qualification or the execution of the Contract 
may be regarded as fraudulent and render the Bidder 

or supplier liable for prosecution subject to the 
applicable laws and issuances.] 

4 One (1) lot Gel Documentation System 

 

Applications: Gel Documentation, Band Excision 

- Compatible with stain-free imaging and with 

different fluorescence dyes including but not 

limited to GelGreen, Gel Red, SYBRSafe, 

SYBRgreen, or SYBRGold dyes (stain-free 

imaging* and UV-excitable dyes) 

- Auto-exposure, auto focus Software: Free 

software for image acquisition with full GLP 

compliance or equivalent compliance certification. 

Molecular weight calculation, band quantification, 

distance calculation, text annotation and image 

enhancement included. 

- Multitouch capable 

- Display resolution at least 1000 pixel, minimum 

9 inches display 

- With USB port 

- Onboard computer system 

- UV light or equivalent light can be manually 

turned on or have a toggle button to turn on or off 

the light for viewing bands on gel for excision 

- Excitation source - Trans UVB (302 nm) 

Illumination control - 2 modes: Trans-UV, Trans 

White or Epi-white (at least 5 megapixels), 16 bits  

- Voltage - 230/240V, 50-60Hz 

- Max Image: At least 21x14cm 

- Stand Alone 

 

 



  
 

Inclusion:  

• UV safety shield for band excision (full face 
or eye goggles) 

• tray for nucleic acid applications with 
GelGreen or any SYBR Stain and UV 
application 

• Gel Excision Kit (includes ruler, disposable 
plastic gel cutter, centrifuge tubes) 

• One (1) unit compatible power UPS and 
AVR  

 

Other Requirements: 

1. Warranty: One (1) year warranty on parts 
& components and services, after one (1) 
year (2nd year) Calibration / validation, and 
preventive maintenance. 

2. With calibration / validation certificate or 
equivalent from manufacturer 

3. Onsite training on basic operation and 
troubleshooting 

4. The company must be at least five (5) years 
in the market.  

5. The brand must be at least ten (10) years in 
the market  

 Important Notice:   

The supplier must provide evidence that the specifications are met through submission of 

brochure and complete technical specifications (SEPARATE DOCUMENT, use your 

company letterhead) indicating ALL the technical specifications of the product being 

offered, but not limited to Brand, Model, Place of Origin, Features, Inclusions & Warranty. 

NON-SUBMISSION of the complete technical specifications can lead to improper evaluation 

of your offer and rejection of bids.  The bidder shall not be allowed to submit additional 

documents to correct any defects in the bid submitted. 

 *****nothing follows********** 

 

  



  
 

Section VII. Technical Specifications for Lot 5 

Lot 5 Specification Statement of Compliance 

[Bidders must state here either “Comply” or “Not Comply” 

against each of the individual parameters of each 
Specification stating the corresponding performance 

parameter of the equipment offered. Statements of 

“Comply” or “Not Comply” must be supported by evidence 

in a Bidders Bid and cross-referenced to that evidence.  

Evidence shall be in the form of manufacturer’s un-
amended sales literature, unconditional statements of 

specification and compliance issued by the manufacturer, 

samples, independent test data etc., as appropriate. A 
statement that is not supported by evidence or is 

subsequently found to be contradicted by the evidence 

presented will render the Bid under evaluation liable for 
rejection.  A statement either in the Bidder's statement of 

compliance or the supporting evidence that is found to be 
false either during Bid evaluation, post-qualification or 

the execution of the Contract may be regarded as 

fraudulent and render the Bidder or supplier liable for 
prosecution subject to the applicable laws and issuances.] 

 One (1) Lot Drying Oven 

 

Capacity: at least 125L 

Dimension: at least 600x500x500mm 

Method of heating: convection 

Can be set to temperature ranges: 10 to 300 

degrees Centigrade  

Temperature Uniformity: +/-3% at 100 

degrees Centigrade  

Temperature Control Accuracy: +/-0.5 

degrees Centigrade  

Display resolution: 4-digits LCD/LED 

display 

Time setting range: 0-9999 min 

Number of trays: 4-6 or equivalent 

LCD display (Temperature and timer) 

Voltage: 220 - 230 V 

Frequency: 50/60 Hz 

Power input: 2500W or lower 

Inclusion: 

• One (1) unit of compatible UPS and AVR 
or equivalent UPS with built-in AVR 

 

Other Requirements: 

1. Warranty: 2 years, after one (1) year 
Calibration / validation, and preventive 
maintenance 

2. With calibration / validation certificate 
or equivalent from manufacturer 

 



  
 

3. Onsite training on basic operation and 
troubleshooting 

4. The company must be at least five (5) 
years in the market.  

5. The brand must be at least ten (10) 
years in the market 

 One (1) Lot Laboratory Ice Maker 

 

Type of ice: flakes  

Ice making capacity: at least 30kg/24hrs 

Storage capacity: at least 10kg 

Dimension: up to 24 inches wide, up to 39 

inches height 

Refrigerant: R134a 

Automatic system flush 

Water filter included 

Water input/supply: Tap water 

Working temperature: 10-35°C 

Tank shell: Stainless Steel  

Power supply: 220V /60Hz 

 

Inclusion:  

• AVR 
• Ice spoon 
• Water inlet pipe 
• Drainage pipe 
• Installation cost and materials included 

Other Requirements: 

1. Warranty: 1 year, after one (1) year 
(free on the 2nd year) Calibration / 
validation, and preventive maintenance 

2. With calibration / validation certificate 
or equivalent from manufacturer 

3. Onsite training on basic operation and 
troubleshooting 

4. The company must be at least five (5) 
years in the market.  

5. The brand must be at least ten (10) 
years in the market 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 One (1) Lot Analytical Balance 

 

Weighing Capacity: 220g 

Minimum display: minimum 7-inches 

horizontal display 

Readability: 0.0001g 

Pan size (mm): at least 90 mm diameter 

 

 

 

 

 



  
 

Repeatability: 0.0001g 

Linearity: 0.0002g 

Response time: maximum 3 sec. 

Internal calibration 

Operating temperature range: 5-40°C 

Power Supply: 230V, 60Hz 

 

Other Requirements: 

1. Warranty: 1 year, after one (1) year 
Calibration / validation, and preventive 
maintenance 

2. With calibration / validation certificate 
or equivalent from manufacturer 

3. Onsite training on basic operation and 
troubleshooting 

4. The company must be at least five (5) 
years in the market.  

5. The brand must be at least ten (10) 
years in the market 

 One (1) Lot Top Loading Balance 

 

Capacity: 3200gx10mg or 3.2 kg x 0.010g 

capacity maximum 

Minimum display: 0.01g 

Readability: 0.01g 

Repeatability: 0.01g 

Linearity: 0.02g 

Pan size: 100-200 mm pan size 

Body Dimension: approx. 200x300x80 mm 

Tare function 

Internal calibration 

Response time (sec.): 1.3sec. 

Operating temperature range: 5-40°C 

Power Supply: 230V-115V+/-20% 50-60Hz 

 

Other Requirements: 

1. Warranty: 1 year, after one (1) year 
Calibration / validation, and preventive 
maintenance 

2. With calibration / validation certificate 
or equivalent from manufacturer 

3. Onsite training on basic operation and 
troubleshooting 

4. The company must be at least five (5) 
years in the market.  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 



  
 

5. The brand must be at least ten (10) 
years in the market 

 Important Notice:   

The supplier must provide evidence that the specifications are met through submission of 

brochure and complete technical specifications (SEPARATE DOCUMENT, use your 

company letterhead) indicating ALL the technical specifications of the product being 

offered, but not limited to Brand, Model, Place of Origin, Features, Inclusions & Warranty. 

NON-SUBMISSION of the complete technical specifications can lead to improper evaluation 

of your offer and rejection of bids.  The bidder shall not be allowed to submit additional 

documents to correct any defects in the bid submitted. 

 *****nothing follows********** 

 

 

  



  
 

Section VII. Technical Specifications for Lot 6 

Lot 6 Specification Statement of Compliance 

[Bidders must state here either “Comply” or “Not Comply” 

against each of the individual parameters of each Specification 
stating the corresponding performance parameter of the 

equipment offered. Statements of “Comply” or “Not Comply” 

must be supported by evidence in a Bidders Bid and cross-

referenced to that evidence.  Evidence shall be in the form of 

manufacturer’s un-amended sales literature, unconditional 
statements of specification and compliance issued by the 

manufacturer, samples, independent test data etc., as 

appropriate. A statement that is not supported by evidence or 
is subsequently found to be contradicted by the evidence 

presented will render the Bid under evaluation liable for 

rejection.  A statement either in the Bidder's statement of 
compliance or the supporting evidence that is found to be false 

either during Bid evaluation, post-qualification or the 
execution of the Contract may be regarded as fraudulent and 

render the Bidder or supplier liable for prosecution subject to 

the applicable laws and issuances.] 

 One (1) lot Water Purifying System  

 

• Produces Type 1 (18.2MΩ·cm at 
25°C,) and Type 2 water (10 to 
15MΩ·cm at 25°C)  

• With pretreatment unit and reverse 
osmosis membrane (prefiltration 
cartridge as water source is directed 
from tap water)  

• With UV lamp and UF filter to 
customize ultrapure water  

• RO Flow rate: 6L/hr Endotoxin 
Concentration: 0 - 0.005EU/mL 
Bacterial Content: <0.01 CFU/mL 

• Power: 100-240V 
• Output: At least 6 liters/hour 

 

Wall mounted Includes: 

• Internal tank with vent filter: at least 
6L pretreatment cartridge ultrapure 
polisher cartridge sterile  

• 0.2μm filter pressure regulator  
• UV lamp UF filter installation cost 

and training 
• Spare Cartridge 
• spare set of filters 
• One (1) unit compatible AVR and UPS 

or equivalent AVR with built-in UPS 
 

Other Requirements: 

1. Warranty: 1 year, after one (1) year 
Calibration / validation, and 
preventive maintenance 

2. With calibration / validation 
certificate or equivalent from 
manufacturer 

3. Onsite training on basic operation 
and troubleshooting 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 



  
 

4. The company must be at least five (5) 
years in the market.  

5. The brand must be at least ten (10) 
years in the market 

 Important Notice:   

The supplier must provide evidence that the specifications are met through submission of 

brochure and complete technical specifications (SEPARATE DOCUMENT, use your 

company letterhead) indicating ALL the technical specifications of the product being 

offered, but not limited to Brand, Model, Place of Origin, Features, Inclusions & Warranty. 

NON-SUBMISSION of the complete technical specifications can lead to improper evaluation 

of your offer and rejection of bids.  The bidder shall not be allowed to submit additional 

documents to correct any defects in the bid submitted. 

 *****nothing follows********** 

 

  



  
 

Section VII. Technical Specifications for Lot 7 

Lot Specification Statement of Compliance 

[Bidders must state here either “Comply” or “Not Comply” 

against each of the individual parameters of each Specification 
stating the corresponding performance parameter of the 

equipment offered. Statements of “Comply” or “Not Comply” 

must be supported by evidence in a Bidders Bid and cross-

referenced to that evidence.  Evidence shall be in the form of 

manufacturer’s un-amended sales literature, unconditional 
statements of specification and compliance issued by the 

manufacturer, samples, independent test data etc., as 

appropriate. A statement that is not supported by evidence or 
is subsequently found to be contradicted by the evidence 

presented will render the Bid under evaluation liable for 

rejection.  A statement either in the Bidder's statement of 
compliance or the supporting evidence that is found to be false 

either during Bid evaluation, post-qualification or the 
execution of the Contract may be regarded as fraudulent and 

render the Bidder or supplier liable for prosecution subject to 

the applicable laws and issuances.] 

7 One (1) Lot Protein Blotting System 

(Without Cooling System) 

 

• Can transfer proteins from 
polyacrylamide gels to nitrocellulose 
or other carrier membranes 

• Compact design and low transfer 
buffer requirement 

• Corrosion-resistant plate electrodes 
• No cooling system (optional) 
• With cable plugs for the anode and 

cathode  
• Electrode:  

• Cathode: Stainless steel; Anode 
Platinum-coated titanium or 
better (for maintenance-free and 
high transfer efficiency)  

• Transfer/Blotting Time: 5 
(minimum) - 60 minutes 
(maximum)  

• Blotting Area (Width x Depth): 
approximately 15.0 x 26 cm   

• Capacity: 2 mini-gels (minimum) 
• Transfer buffer requirement: less 

than 225 mL 
• Voltage: 50 V (minimum) 
• Current: 5 mA/cm2 (minimum) 
• Power: 10 Watts (minimum) or 20 

Watts for 30 minutes 
 

• Operating Temperature: within 30-
50 °C   

• Weight: less than 3 Kg 
 

Other Requirements: 

1. Warranty: 2 years, after one (1) year 
Calibration / validation, and 
preventive or one-time rapid 
exchange in case of product failure 
maintenance 

 



  
 

2. With calibration / validation 
certificate or equivalent from 
manufacturer 

3. Onsite training on basic operation 
and troubleshooting 

4. The company must be at least five (5) 
years in the market.  

5. The brand must be at least ten (10) 
years in the market 

 

Warranty:  

1. Parts and Components: Two (2) 
years 

2. Services: Two (2) years 
 Important Notice:   

The supplier must provide evidence that the specifications are met through submission of 

brochure and complete technical specifications (SEPARATE DOCUMENT, use your 

company letterhead) indicating ALL the technical specifications of the product being 

offered, but not limited to Brand, Model, Place of Origin, Features, Inclusions & Warranty. 

NON-SUBMISSION of the complete technical specifications can lead to improper evaluation 

of your offer and rejection of bids.  The bidder shall not be allowed to submit additional 

documents to correct any defects in the bid submitted. 

 *****nothing follows********** 

 



  
 

Section VII. Technical Specifications for Lot 8 

Lot Specification Statement of Compliance 

[Bidders must state here either “Comply” or “Not Comply” 

against each of the individual parameters of each Specification 
stating the corresponding performance parameter of the 

equipment offered. Statements of “Comply” or “Not Comply” 

must be supported by evidence in a Bidders Bid and cross-

referenced to that evidence.  Evidence shall be in the form of 

manufacturer’s un-amended sales literature, unconditional 
statements of specification and compliance issued by the 

manufacturer, samples, independent test data etc., as 

appropriate. A statement that is not supported by evidence or 
is subsequently found to be contradicted by the evidence 

presented will render the Bid under evaluation liable for 

rejection.  A statement either in the Bidder's statement of 
compliance or the supporting evidence that is found to be false 

either during Bid evaluation, post-qualification or the 
execution of the Contract may be regarded as fraudulent and 

render the Bidder or supplier liable for prosecution subject to 

the applicable laws and issuances.] 

8 One (1) Lot Capillary Electrophoresis 

and qRT-PCR 

 

8-capillary Genetic Analyzer 

 

- Can run sanger sequencing and fragment 

analysis samples on the same plate with no 

reconfiguration 

- USB ports, LAN and Wi-Fi connectivity 

- Touchscreen display 

- Dimension – At least 60x60x80 

- With plate drawer for continuous plate 

running 

- Fits up to 4 (four) 96-wells in a single run; 

can accommodate 96-well, 384-well and 8-

tube strips 

- 8 capillary; 36 or 50 cm capillary array 

length; 160 injections 

 

Inclusion: 

- One (1) lot Consumable starter kit for 

sequencing and fragment analysis including 

compatible buffers, array, polymers, 

reagents, Hi-Di formamide, PCR product 

clean-up reagents, compatible size standard 

good for at least 500rxns 

1 array of 8-Capillary Array (50 cm), 160 

injections 

- 2 x 1 POP-7 Polymer, with pouch size of 

384 samples 

 

 

 

 



  
 

- 1 x 4 pack Anode Buffer Container (ABC), 

contains 1X running buffer 

- 1 x 4 pack Cathode Buffer Container (CBC), 

contains 1X running buffer 

- 3 x 1 pouch of Conditioning Reagent 

- 10 containers of Septa CBC 

- 2 x 5 mL Hi-Di™ Formamide 

- 1 x 100 reactions ExoSAP-IT™ PCR Product 

Cleanup Reagent 

- 20 each of Septa for 96-Well Plates 

- 4 sets of 96-Well Plate Retainer & Base Set 

- 1 x 100 reactions of BigDye™ Terminator 

v3.1 Cycle Sequencing Kit 

- 1 x 100 preps of BigDye XTerminator™ 

Purification Kit 

- 1 x 20 plates of MicroAmp™ Optical 96-

Well Reaction Plate with Barcode 

- 1 x 500 mL Nuclease-Free Water (not 

DEPC-Treated) 

- 1 x DS-33 Matrix Standard Kit (Dye Set 

G5), 8 runs 

- 1 kit of DS-33 GeneScan™ Installation 

Standards with GeneScan™ 600 LIZ™ Size 

Standard v2.0 

- 1 x 4 tubes of Sequencing Standard, 

BigDye™ Terminator v3.1 

- 1 x 4 pieces of Pouch Cap for Polymer 

Pouch 

- 1 x 1 CBC Wash Septa Clip 

- Plate and strip septa (1 box/pack each) 

- One (1) Unit compatible desktop computer 

with at least 500Gb SSD, 19” monitor with 

licensed Genetic Analyzer software 

including gene mapper, fragment analyzer, 

variant analyzer and sequence analyzer 

- One (1) unit compatible UPS and AVR 

Warranty: 2 years on parts and service 

Onsite training on basic operation and 

troubleshooting 

 qRT-PCR 

- Supports 96-well plate, 0.2ml block of 10-

100ul reaction volume 

- 3 independent temperature zones  



  
 

- Up to 4 targets with 4 coupled filters 

- Average sample ramp rate: 3.66 °C per 

second 

- Temperature uniformity: 0.4oC (degrees 

centigrade)  

- Excitation and detection range: 450-680 

nm and 500-730 nm  

- Compatible dyes: FAM, SYBRGreen, VIC, 

JOE, HEX, TET, ABY, NED, TAMRA, CYE3, 

JUN, ROX, TEXAS RED 

- Connectivity: Cloud-based Connect, USB, or 

Wi-Fi 

- Minimal calibration for easy maintenance 

- With data analysis software 

- compatible UPS and AVR 

Other Requirements: 

1. Warranty: 2 years, after one (1) year 
Calibration / validation, and 
preventive maintenance 

2. With calibration / validation 
certificate or equivalent from 
manufacturer 

3. Onsite training on basic operation 
and troubleshooting 

4. The company must be at least five (5) 
years in the market.  

5. The brand must be at least ten (10) 
years in the market 

 Important Notice:   

The supplier must provide evidence that the specifications are met through submission of 

brochure and complete technical specifications (SEPARATE DOCUMENT, use your 

company letterhead) indicating ALL the technical specifications of the product being 

offered, but not limited to Brand, Model, Place of Origin, Features, Inclusions & Warranty. 

NON-SUBMISSION of the complete technical specifications can lead to improper evaluation 

of your offer and rejection of bids.  The bidder shall not be allowed to submit additional 

documents to correct any defects in the bid submitted. 

 *****nothing follows********** 

 
I hereby verify to comply with all the above requirements. 

____________________________________________________________________ 

Signature over the printed name of the authorized representative 

__________________________________________________________________________ 

Company name 

________________________________________________________________________ 

Date 

 



  
 
 

 


