


29 OCTOBER 2025 
 
 

Bid Bulletin No. 1 

Subject: SUPPLY, DELIVERY, AND INSTALLATION OF ONE (1) UNIT MINI SPRAY 
DRYER PB 25-04-20 

 
 

This bid bulletin is being issued to clarify and amend Section VI. Schedule of Requirements 

and Section VII. Technical Specifications in the bidding document. This must be included in 

the bid proposal as part of the Eligibility and Technical Component to signify conformity to 

the revisions. 

 
Please refer to the attached documents for complete details. 

Please be guided accordingly. 

            -sgd- 
LUIS ALEJANDRE I. TAMANI 
Chairperson, BAC for Goods and Services 



Section VI. Schedule of Requirements 
The delivery schedule expressed as weeks/months stipulates hereafter a delivery date which is the 

date of delivery to the project site. 

Item 
no. 

Description Unit Qty Total ABC Division 
Delivery 
Period 

1 Mini Spray Dryer (Stainless Steel) unit 1 ₱2,500,000.00 RCFSD 

90 
calendar days 
upon receipt 
of PO/NTP 



 
Section VII. Technical Specifications 

 
 
Notes for Preparing the Technical Specifications 

 
A set of precise and clear specifications is a prerequisite for Bidders to respond realistically 
and competitively to the requirements of the Procuring Entity without qualifying their bids.  
In the context of Competitive Bidding, the specifications (e.g. production/delivery schedule, 
manpower requirements, and after-sales service/parts) must be prepared to permit the 
widest possible competition and, at the same time, present a clear statement of the required 
standards of workmanship, materials, and performance of the goods and services to be 
procured. Only if this is done will the objectives of transparency, equity, efficiency, fairness 
and economy in procurement be realized, responsiveness of bids be ensured, and the 
subsequent task of bid evaluation and post-qualification facilitated.  The specifications should 
require that all items, materials and accessories to be included or incorporated in the goods 
be new, unused, and of the most recent or current models, and that they include or 
incorporate all recent improvements in design and materials unless otherwise provided in 
this Contract. 
 
Samples of specifications from previous similar procurements are useful in this respect.  The 
use of metric units is encouraged. Depending on the complexity of the goods and the 
repetitiveness of the type of procurement, it may be advantageous to standardize the General 
Technical Specifications and incorporate them in a separate subsection.  The General 
Technical Specifications should cover all classes of workmanship, materials, and equipment 
commonly involved in manufacturing similar goods. Deletions or addenda should then adapt 
the General Technical Specifications to the particular procurement. 
 
Prudence must be exercised in drafting specifications to ensure that they are not restrictive.  
In the specification of standards for equipment, materials, and workmanship, recognized 
Philippine and international standards should be used as much as possible.  Where other 
particular standards are used, whether national standards or other standards, the 
specifications should state that equipment, materials, and workmanship that meet other 
authoritative standards, and which ensure at least a substantially equal quality than the 
standards mentioned, will also be acceptable. 
 
The following clause may be inserted in the Special Conditions of Contract or the Technical 
Specifications: 
 
Sample Clause:  Equivalency of Standards and Codes 
 
Wherever reference is made in the Technical Specifications to specific standards and codes to 
be met by the goods and materials to be furnished or tested, the provisions of the latest 
edition or revision of the relevant standards and codes shall apply, unless otherwise 
expressly stated in this Contract.  Where such standards and codes are national or relate to a 
particular country or region, other authoritative standards that ensure substantial 
equivalence to the standards and codes specified will be acceptable. 
 
Reference to brand name shall not be allowed except for reasons of technical compatibility, 
interoperability, servicing, maintenance, or preservation of supplier warranty in order to 
keep the performance, functionality, and useful life of the equipment, in which case, the 
Procuring Entity shall indicate the reasons or justifications for availing of the exception as 
part of the Technical Specifications, Scope of Work, or Terms of Reference, as the case may be. 
 
Where appropriate, drawings, including site plans as required, may be furnished by the 
Procuring Entity with the Bidding Documents.  Similarly, the Supplier may be requested to 
provide drawings or samples either with its Bid or for prior review by the Procuring Entity 
during contract execution. 
 
Bidders are also required, as part of the Technical Specifications, to complete their statement 
of compliance demonstrating how the items comply with the specification. 
 



Section VII. Technical Specifications  
 

Item 
 

Specification 
 

Statement of Compliance 
 

  Bidders must state “Comply” or “Not 
Comply” for each specification and 
provide the corresponding performance 
parameters for offered equipment. Each 
response must be supported by a clear 
documentary support in the bid and 
properly cross-referenced. Acceptable 
evidence includes unaltered manufacturer 
sales brochures, official specification sheets, 
product samples, independent test results, 
and similar documents. 
 
Claims should be backed by documentary 
support. If the evidence contradicts the 
claim, the bid may be rejected. Any false 
statement—whether in the compliance 
form or supporting documents—found 
during evaluation, post-qualification, or 
contract implementation may be 
considered fraudulent in accordance with 
ITB Clause 3.1(a)(ii) and without prejudice 
to the imposition of appropriate 
administrative, civil, and criminal penalty in 
accordance with law. 
 

 
1 

ONE (1) UNIT MINI SPRAY 
DRYER (STAINLESS STEEL) 
 
Capacity: 
100 mL (minimum) up to 5 L 
(maximum) per hour sample feed 
 
Particle Size Range: 
Adjustable, 1–100 micrometers 
 
Inlet Temperature: 
Adjustable up to 300 °C (±2 °C 
accuracy); minimum inlet air 
temperature 105 °C 
 
Nozzle: 
Two-fluid stainless steel nozzles 
supplied with 2.0 mm jets as well 
as 0.5, 0.8, 1.0, 1.5 mm nozzle set, 
with an automatic de-blocking 
system 
 
Drying Chamber & Cyclone: 
Stainless steel, high-efficiency 
cyclone with at least 92% 
recovery rate 
 
Feed System: 
Self-priming peristaltic pump 
(adjustable flow) 
 
Material Construction: 
Body, atomizer, spray chamber, 
cyclone separator, drying 
chamber, collect pipe, and 

 



collection tank made of stainless 
steel (SUS304) 
 
Controls: 
7-inch color touchscreen for inlet 
temperature, blower frequency 
and needle frequency, and 
peristaltic pump speed de-blocker 
frequency 
 
Power and Voltage 
Requirements: 
12 kw, 380 v, three-phase five-
wire, 50/60 hz 
 
Compressed Air: 64 L/min 
 
Heater Power: 9 kW 
 
Seal of Cyclone/Cylinder: 
Silicone 
 
Dimensions: 1100 × 900 × 1900 
mm (maximum dimension that 
can fit in the laboratory) 
 
Safety Features: 

• Over-temperature 
protection 

• Automatic blower cooling 
• Leakage breaker 
• Automatic shut-off 

 
Accessories Included: 

• Standard nozzle (2.0 mm) 
with 0.5, 0.8, 1.0, 1.5 mm 
nozzle set (to produce 
different particle sizes 
ranging from 1 to 100 
micrometers) 

• Air compressor (0.064 
cubic meter/min or 
better) 

• Peristaltic pump (5000 
mL/hour) 

• Atomizer: 316L stainless 
steel, concentric spray 
head 

• Touchscreen display (180 
× 140 mm size) 

• Draught fan (2.5 cubic 
meter/min) 

• Sandwich insulation air 
inlet pipe (76 mm) 

• Collecting Basket 
(stainless steel) container 
for powder 

• Feed tube (silicone 
material) 

• Cleaning Kit  
• User manual 
• Air Compressor with air 

filter 
• Step-up Transformer 
• Cyclone exhaust joint 



• Feeding Tube (silicone 
material): 3 meters 
already installed in the 
machine 

• Spare Feeding Tube: 6 
meters silicone tube 
(diameter Ø6 × Ø5 mm) 

 
Warranty & Certification 

• 2-year warranty on the 
equipment 

• 2-year warranty for parts 
and components 

• Includes installation and 
commissioning 

• Includes onsite training on 
basic operation and 
troubleshooting 

• Includes 
calibration/validation 
certificate or equivalent 
from the manufacturer 

• Supplier company must 
have been in the market 
for at least five (5) years 

Important Notice:   
The supplier must provide evidence that the specifications are met through submission of 
brochure and complete technical specifications (SEPARATE DOCUMENT, use your 
company letterhead) indicating ALL the technical specifications of the product being 
offered, but not limited to Brand, Model, Place of Origin, Features, Inclusions & Warranty. 
NON-SUBMISSION of the complete technical specifications can lead to improper 
evaluation of your offer and rejection of bids.  The bidder shall not be allowed to submit 
additional documents to correct any defects in the bid submitted. 

 
I hereby verify to comply with all the above requirements. 

 

Signature over the printed name of the authorized representative 

 

Company name 

 

Date



 


